
 

 

Aka-Brief #2 Condensateur céram          
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Piatto 220+ Eau 300 tpm 20 N Jusqu’à planéité 
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Allegran 3 DiaMaxx 150 tpm 25 N 4:00 min 

 Poly 6 μm    

 

3 
 
 
 

Daran DiaMaxx 150 tpm 25 N 4:00 min 

 Poly 1 μm    
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Chemal Fumed Silica    150 tpm            20 N                 2:00 min 

0.2 μm 
 
 
 
 
 
 
 
 
 
 
  

 
 
 

THE SMARTER ALTERNATIVE 

 
Times are stated for a 300 mm  
preparation system and Forces  
for an individual 40 mm dia.  
sample. 

 
On a 250 mm system the times 

BF, 125x should be increased by 30%, on  
a 200 mm system by 100%. 

 
With larger samples the force  
should be increased, with  
smaller samples decreased. 

 
Time and Force may vary  
depending on the equipment.  
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Condensateur céramique 

Les temps et les forces sont 

indiqués pour une préparation 

300mm et un diamètre 

d’échantillon de 40mm. 
 
Pour une préparation 250mm, les 

temps doivent être augmentés de 

30%. Pour une préparation 200m, 

100%. 
 
Avec des échantillons plus 

grands, la force doit être 

augmentée. Avec des 

échantillons plus petits, elle doit 

être réduite. 
 
La durée et la force peuvent 

varier en fonction de 

l’équipement. 

 

Les temps et les forces sont 

indiqués pour une préparation en 

Ø300mm et un diamètre 

d’échantillon de 40mm. 

 

Pour une préparation en 

Ø250mm, les temps doivent être 

augmentés de +30%. Pour une 

préparation en Ø200m, +100%. 
 
Avec des échantillons plus 

grands, la force doit être 

augmentée. Avec des 

échantillons plus petits, elle doit 

être réduite. 
 
La durée et la force peuvent 

varier en fonction de 

l’équipement. 
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